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Top clamp
boring bars

Boring bars

L1

L2

D

Ah1

f

Ref.

Ref.

CSKP 75°

S16R CSKP R/L 09

S20S CSKP R/L 09

S25T CSKP R/L 12

S32U CSKP R/L 12

S40V CSKP R/L 12

S50W CSKP R/L 12

S50W CSKP R/L 19

S16R CSKP R/L 09

S20S CSKP R/L 09

S25T CSKP R/L 12

S32U CSKP R/L 12

S40V CSKP R/L 12

S50W CSKP R/L 12

S50W CSKP R/L 19

SP.. 0903..

SP.. 0903..

SP.. 1203..

SP.. 1203..

SP.. 1203..

SP.. 1203..

SP.. 1904..

15

18

23

30

37

47

47

200

250

300

350

400

450

450

16

20

25

32

40

50

50

7,5

9,0

11,5

15,0

18,5

23,5

23,5

30

35

40

50

60

65

65

h L2D h1 f Insert size

11

13

17

22

27

35

35

20

24

31

39

48

61

61

L1 A

5025

5025

5003

5003

5003

5003

5004

2107

2107

2109

2209

2209

2209

2211

-

-

-

3112

3112

3112

3119

-

-

2309

2309

2409

2409

2411

-

-

-

4002

4002

4002

4012

Ref. SP.. 0903..

SP.. 1203..

SP.. 1904..

9,52

12,70

19,05

3,18

3,18

4,76

9,52

12,70

19,05

l s dSP.. Positive 11° clearance - Square inserts.

For more information see page: A.28

9009

9012-9112

9012-9112

9012-9112

9012-9112

9012-9112

9019-9119

s

d

l

SPMR-33 SPUN

Supplementary accessories

Kg

0,300

0,550

1,050

2,050

3,650

6,450

6,400

Characteristics:
Boring bar for internal turning applications equipped with square positive inserts and strong cutting edges.
The top clamp ensures good rigidity and stability.
Applications:
Internal turning boring bar for all kind of materials. The workpiece should be stable.

For interrupted cut choose boring bars Ref. PSKN (Page: C.25).

Axial:         6.5º
Radial:   -1.25º


