Inserts

Characteristics:

Multipurpose boring bar equipped with trigon negative double side insert (angle 80°) with strong cutting

edge. The center pin and top clamp ensure good rigidity and stability in roughing applications.

Applications:

Internal turning boring bar for general applications, roughing, semi-finishing and finishing.
Specially recommended for cermet, ceramic and K10, P10 grade inserts.

Axial: -50 D
Radial: -11.5° 1 = [
S = Ol T
=
| L
o
MWLN-K 95 :
D h h1 L1 L2 f A Insert size
S$25T MWLN R/L 08-K 25 23 11,5 300 40 17 31 WNM.. 0804..
S$32U MWLN R/L 08-K 32 30 15,0 350 50 22 39 WNM.. 0804..
S40V MWLN RIL 08-K 40 37 18,5 400 60 27 48 WNM.. 0804..
S50W MWLN R/L 08-K 50 47 23,5 450 65 35 61 WNM.. 0804..
& S25T MWLN R/L 08-K 2018 - 1647 5025 1814
S$32U MWLN R/L 08-K 2018 IWSN-432 1661 5025 1814
S40V MWLN R/L 08-K 2018 IWSN-432 1661 5025 1814
S50W MWLN R/L 08-K 2018 IWSN-432 1661 5025 1814
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