
C.29CANELA

C
e
ra

m
ic

 t
o

o
ls

A
u

to
m

a
ti

c
 l
a
th

e
s

D
ri

ll
s

B
ra

z
e
d

 t
o

o
ls

C
a
rt

ri
d

g
e
s

T
h

re
a
d

in
g

G
e
n

e
ra

l 
tu

rn
in

g
A

lu
m

in
iu

m
w

h
e
e
l 
tu

rn
in

g
P

a
rt

in
g

 a
n

d
g

ro
o

v
in

g
T

o
o

li
n

g

Lever lock
boring bars

Boring bars
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Ref.

A-PWLN 95°

A16M PWLN R/L 06

A20Q PWLN R/L 06

A25R PWLN R/L 06

A32S PWLN R/L 06

A25R PWLN R/L 08

A40T PWLN R/L 08

A32S PWLN R/L 08
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WNM.. 0804..
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Characteristics:
Boring bars with internal coolant.
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For more information see page: A.34

WNMG-CF

WNMG-CFM WNMG-CMC WNMG-CMF WNMG-CMR

WNMG-CM WNMG-CS

Negative 80° trigon inserts.

WNMA

Ref. A16M PWLN R/L 06

A20Q PWLN R/L 06

A25R PWLN R/L 06

A32S PWLN R/L 06

A25R PWLN R/L 08

A32S PWLN R/L 08

A40T PWLN R/L 08

1605

1605

1606

1606

1648

1608

1608

8216

8216

8009

8009

8312
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-

-
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-
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5003

-

-
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0009

-

0012
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-

-

4109

4109

-

4112

4112

Characteristics:
Boring bar for internal turning applications equipped with trigon negative inserts (angle 80º) and strong
cutting edges.
The lever lock ensures good rigidity and chip flow in roughing applications.
Applications:
Internal boring bar for general applications, roughing, semi-finishing and finishing.

Axial:         -6º
Radial:  -13.5º


