Characteristics:

Applications:

Multipurpose profiling boring bar equipped with rhombic positive insert (angle 55°).
The center screw ensures good rigidity and chip flow.

Profiling boring bar for general applications, roughing, semi-finishing and finishing.
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Characteristics: H §
S D QC 1 07 o 30 L Boring bars with steel shank. E b=
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;58 S10M SDQC R/L 07 10 9 4,5 150 25 7 13 DC.. 0702.. —
S$12M SDQC R/L 07 12 11 55 150 25 9 16 DC.. 0702.. 3
S16R SDQC RI/L 07 16 15 7,5 200 30 1" 20 DC.. 0702.. g
$20S SDQC RI/L 07 20 18 9,0 250 35 13 24 DC.. 11T3.. %
$20S SDQC R/L 11 20 18 9,0 250 35 13 24 DC.. 11T3.. §
$25T SDQC R/L 11 25 23 11,5 300 40 17 31 DC.. 11T3.. §
S32U SDQC R/L 11 32 30 15,0 350 50 22 39 DC.. 11T3..
S40V SDQC R/L 11 40 37 18,5 400 60 27 48 DC.. 11T3.. ———
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;4 S10M SDQC RIL 07 1425 5507 - - g
S12M SDQC R/L 07 1225 5507 - -
S16R SDQC RI/L 07 1225 5507 - - —
S$20S SDQC R/L 07 1225 5507 - -
$20S SDQC R/L 11 1240 5515 - - 2o
$25T SDQC RIL 11 1240 5515 - - 3
S$32U SDQC R/L 11 1335 5516 3714 1750 E g
S40V SDQC R/L 11 1335 5516 3714 1750 o
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A_S D QC 1 0 7 o 30 Boring bars with internal coolant. o
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;&8 A12K SDQC RI/L 07 12 11 55 125 25 9 16 DC.. 0702.. =
A16M SDQC R/L 07 16 15 7,5 150 30 1" 20 DC.. 0702..
A20Q SDQC R/L 11 20 18 9,0 180 35 13 24 DC.. 11T3.. —
A25R SDQC R/L 11 25 23 11,5 200 40 17 31 DC.. 11T3..
A32S SDQC R/L 11 32 30 15,0 250 50 22 39 DC.. 11T3..
A40T SDQC R/L 11 40 37 18,5 300 60 27 48 DC.. 11T3.. %
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G A12K SDQC R/L 07 1225 5507 - -
A16M SDQC R/L 07 1225 5507 - - "
A20Q SDQC R/L 11 1240 5515 - - g’
A25R SDQC R/L 11 1240 5515 - - E.
A32S SDQC R/L 11 1335 5516 3714 1750 3
A40T SDQC R/L 11 1335 5516 3714 1750
DC.. | 5 d Positive 7° clearance - 55° rhombic inserts. 2
o
DC.. 0702.. 7,75 2,38 6,35 3
DC.. 11T3.. 11,60 3,97 9,52 E
o
For more information see page: A.21
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