Characteristics:
Boring bars with internal coolant.

A-STFC9%° , ., . . .

A Insert size
;8| A10H STFC R/L 09 10 9 4,5 100 25 7 13 TC.. 0902..
A12K STFC R/L 11 12 11 5,5 125 25 9 16 TC.. 1102..
A16M STFC R/L 11 16 15 7,5 150 30 11 20 TC.. 1102..
A20Q STFC R/L 11 20 18 9,0 180 35 13 24 TC.. 1102..
ke,
A25R STFC R/L 16 25 23 11,5 200 40 17 31 TC.. 16T3.. § §
A32S STFC R/L 16 32 30 15,0 250 50 22 39 TC.. 16T3.. 'gg
A40T STFC R/L 16 40 37 18,5 300 60 27 48 TC.. 16T3.. ié
£
i&f | A10H STFC RIL 09 1222 5506 - - kS
L
A12K STFC R/L 11 1225 5507 - - §
A16M STFC R/L 11 1225 5507 - - <
A20Q STFC R/L 11 1225 5507 - -
A25R STFC R/L 16 1240 5515 - - 2
A32S STFC R/L 16 1335 5516 3414 1750 8
A40T STFC R/L 16 1335 5516 3414 1750 E
§
7/ Characteristics: T,
A Boring bars with anti-vibration shank. §§
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H-STF 0 D h h1 L1 L2 f A Insert size
H10M STFC R/L 09 10 9 4,5 150 25 7 13 TC.. 0902..
D
H12M STFC R/L 11 12 11 5,5 150 25 9 16 TC.. 1102.. %
H16R STFC R/L 11 16 15 7,5 200 30 11 20 TC.. 1102.. §
H10M STFC R/L 09 1222 5506
@
H12M STFC R/L 11 1225 5507 8
H16R STFC R/L 11 1440 5515
¢
7/ T Characteristics: 2
A Boring bars with internal coolant and anti-vibration shank. T
S
J-STFC 90° s |
= T F D h h1 L1 L2 f A Insert size
@
J10M STFC R/L 09 10 9 4,5 150 25 7 13 TC.. 0902.. H
-]
3
J12M STFC R/L 11 12 11 5,5 150 25 16 TC.. 1102.. 8
J16R STFC R/L 11 16 15 7,5 200 30 11 20 TC.. 1102.. “
D
J10M STFC R/L 09 1222 5506 S
i
J12M STFC R/L 11 1225 5507
J16R STFC R/L 11 1440 5515




