Inserts

Characteristics:

Multipurpose boring bar equipped with triangular positive insert.

The center screw ensures good rigidity and chip flow.

Applications:

Internal boring bar for general applications, roughing, semi-finishing and finishing.

Negative inserts boring bars Ref. MTUN (Page: C.17).
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Characteristics:
STU C 930 Boring bars with steel shank.
D h h1 L1 L2 f A Insert size
S$12M STUC R/L 11 12 1" 5,5 150 25 9 16 TC.. 1102..
S16R STUC R/L 16 16 15 7,5 200 30 11 20 TC.. 16T3..
$20S STUC R/L 16 20 18 9,0 250 35 13 24 TC.. 16T3..
S$25T STUC R/L 16 25 23 11,5 300 40 17 31 TC.. 16T3..
S32U STUC R/L 16 32 30 15,0 350 50 22 39 TC.. 16T3..
&5 S12M STUC R/L 11 1225 5507 - -
S16R STUC R/L 16 1240 5515 - -
S$20S STUC R/L 16 1240 5515 - -
825T STUC R/IL 16 1240 5515 - -
S32U STUC R/L 16 1335 5516 3414 1750
TC | S d Positive 7° clearance - Triangular inserts.
TC.. 1102.. 11,00 2,38 6,35
n Js TC.. 16T3.. 16,50 3,97 9,52
F
dt : )
For more information see page: A.28
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