
C.49CANELA

Wedge clamp
anti-vibration boring bars
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Boring bars

Ref.

Ref.

Ref.

MTUN 93°

A32X MTUN R/L 16

A40X MTUN R/L 16

A50X MTUN R/L 16

A50X MTUN R/L 22

A60X MTUN R/L 22

A32X MTUN R/L 16

A40X MTUN R/L 16

A50X MTUN R/L 16

A50X MTUN R/L 22

A60X MTUN R/L 22

TNM.. 1604..

TNM.. 1604..

TNM.. 1604..

TNM.. 2204..

TNM.. 2204..

30

30

30

40

40

32

40

50

50

60

D f Insert size

TNM.. 1604..

TNM.. 2204..

16,50

22,00

4,76

4,76

9,52

12,70

l s dTNM..

22

27

35

35

43

40

50

63

63

80

L A

3416

3416

3416

ITSN-433

ITSN-433

2613

2613

2613

2024

2024

1665

1665

1665

1661

1661

5003

5003

5003

5005

5005

1086

1086

1086

1394

1394

5002

5002

5002

-

-

s

d

l

Kg

0,150

0,300

0,650

0,650

0,850

Negative triangular inserts.
For more information see page: A.29

TNMG-CF

TNMA TNMG-CFC TNMG-CFM TNMG-CMC

TNMG-CM TNMG-CS

TNMG-CMF TNMG-CMR TNMX

f

L A

D

Characteristics:
Boring bars with internal coolant and anti-vibration shank.

Characteristics:
Internal turning and profiling boring head equipped with triangular negative double side insert with strong
cutting edge.The center pin and top clamp ensure good rigidity and stability in roughing applications.
Applications:
Internal boring bar for general applications, roughing, semi-finishing and finishing.


