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Boring bars Technical information: C.02
Top clamp boring bars: C.06

Dimple lock boring bars: C.10
Wegde clamp / Double lock boring bars: C.12

For more information see page:

Center screw boring bars: C.30
Anti-vibration tools: C.48

Sets: C.58
Cutting speed: C.62

Lever lock boring bars: C.21

Lever lock
anti-vibration boring bars
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PWLN 95°

A32X PWLN R/L 08

A40X PWLN R/L 08

A50X PWLN R/L 08

A60X PWLN R/L 08

A32X PWLN R/L 08

A40X PWLN R/L 08
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A60X PWLN R/L 08
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Kg

0,150

0,300

0,600

0,800

Ref. WNM.. 0804.. 8,14 4,76 12,70
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For more information see page: A.34

WNMG-CF

WNMG-CFM WNMG-CMC WNMG-CMF WNMG-CMR

WNMG-CM WNMG-CS

Negative 80° trigon inserts.

D fL A

WNMA

Characteristics:
Boring bars with internal coolant and anti-vibration shank.

Characteristics:
Boring head for internal turning applications equipped with trigon negative inserts (angle 80º) and strong
cutting edges.
The lever lock ensures good rigidity and chip flow in roughing applications.
Applications:
Internal boring bar for general applications, roughing, semi-finishing and finishing.
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