Inserts

General turning

Characteristics:

Toolholder for external turning applications equipped with rhombic positive inserts (angle 80°).
The center screw ensures good rigidity and chip flow.

Applications:

External turning toolholder for all kind of materials.

The workpiece should be stable.

Axial:  0°
Radial: 0°
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SCAC R/L 0808 M06 8 8 150 8 8 CC.. 0602..
SCAC R/L 1010 M06 10 10 150 10 10 CC.. 0602..
SCAC R/L 1212 M06 12 12 150 12 12 CC.. 0602..
SCAC R/L 1616 M06 16 16 150 16 16 CC.. 0602..
SCAC R/L 1212 M09 12 12 150 12 12 CC.. 09T3..
SCAC R/L 1616 M09 16 16 150 16 16 CC.. 09T3..
SCAC R/L 0808 M06 1225 5507
SCAC R/L 1010 M06 1225 5507
SCAC R/L 1212 M06 1225 5507
SCAC R/L 1616 M06 1225 5507
SCAC R/L 1212 M09 1240 5515
SCAC R/L 1616 M09 1240 5515

CC.. 1 g d Positive 7° clearance - 80° rhombic inserts.

CC.. 0602.. 6,45 2,38 6,35

CC.. 09T3.. 9,65 3,97 9,52

For more information see page: A.18
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