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CPTS
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CPTS 3232

CPTS 5250

5004

5005

5005

5005

5005

5005

5005

5006

76

87

87

87

100

110

120

135

16

16

20

25

20

25

32

50

19

26

26

26

32

32

32

52

16

16

20

25

20

25

32

50

1075

1076

1076

1076

1076

1076

1076

1078

L bh1 h

L

h h1

b

Ref.

DPTS

DPTS 1916

DPTS 2620

DPTS 2625

DPTS 3220
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DPTS 3232
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Kg

0,300

0,450

0,500

0,650

0,700

0,950

1,400

3,400

Kg

0,250

0,550

0,700

0,750

1,000

1,450

3,450

Parting and grooving Tool blocksBoring bars: G.14
Tool blocks: G.16

Blades: G.17
Notch tools: G.20

For more information see page:

Inserts:G.02
Applications index: G.07

Cutting data: G.24
Toolholders: G.08

Characteristics:
Tool blocks manufactured with two slot-guide which allows to mantain the blade always guided.
The fixing system by flexion ensures good rigidity and security.
Applications:
Tool block for manual and C.N.C. lathes.

Characteristics:
Tool blocks manufactured with two slot-guide which allows to mantain the blade always guided.
Fixing system in two parts for machines with difficult access.
Applications:
Tool block for manual and C.N.C. lathes.


