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Ref. MRCN 2,2

MRCN 3,0

MRCN 4,0

MRCN 5,0

MRCN 6,0

2,2

3,0

4,0

5,0

6,0

0,20

0,20

0,20

0,30

0,40

s rMRCN Single-ended insert for parting and grooving

For more information see page: G.03

MRCN

Ref. CRCF N 1901 X02

CRCF N 2601 J02

CRCF N 2602 J03

CRCF N 2603 J04

CRCF N 2604 J05

CRCF N 2605 J06

CRCF N 3202 M03

CRCF N 3203 M04

CRCF N 3204 M05

CRCF N 3205 M06

5733

5733

5733

5733

5733

5733

5733

5733

5733

5733

Ref.

CRCFN

CRCF N 1901 X02

CRCF N 2601 J02

CRCF N 2602 J03

CRCF N 2603 J04

CRCF N 2604 J05

CRCF N 2605 J06

CRCF N 3202 M03

CRCF N 3203 M04

CRCF N 3204 M05

CRCF N 3205 M06

MRCN 2,2

MRCN 2,2

MRCN 3,0

MRCN 4,0

MRCN 5,0

MRCN 6,0

MRCN 3,0

MRCN 4,0

MRCN 5,0

MRCN 6,0

86

110

110

110

110

110

150

150

150

150

2,2

2,2

3,0

4,0

5,0

6,0

3,0

4,0

5,0

6,0

19

26

26

26

26

26

32

32

32

32

15,4

21,4

21,4

21,4

21,4

21,4

25,0

25,0

25,0

25,0

L Bh1h Insert size Kg

0,040

0,060

0,070

0,090

0,100

0,100

0,100

0,125

0,150

0,170

s

r

Characteristics:
One sided inserts with thickness from 2,2 to 6 mm.
The double "V" pocket ensures a reliable and repetitive insert positioning and centering.
Available in 3 sizes (19, 26 and 32).
Applications:
Parting and grooving blade that works well on steels, alloyed steels, stainless steels and refractories.

Parting and grooving


